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MAINTENANCE OVERVIEW

Consistent and proper maintenance is essential to keep Revere Realist flooring looking its best 
throughout its lifespan. While Revere Realist vinyl flooring is a low-maintenance and durable 
product, regular daily and routine care is still necessary to preserve its appearance.

Protecting the floor is just as important as cleaning when it comes to a comprehensive 
maintenance program. To help prevent scratches, indentations, and premature wear, all furniture 
should be equipped with floor protectors or glides specifically designed for use on vinyl flooring. 
For more details, please refer to the FLOORING PROTECTION section below.

NEW FLOORS

Use a clean, white, wet cloth to clean up adhesive while still wet. Dried adhesive may require the 
use of an appropriate solvent.

Restrict foot traffic for 24 hours after installation, with no heavy traffic, rolling loads or furniture 
placement for 48 hours after installation. 

Do not wet wash or machine scrub the floor for at least three days after installation. This allows 
the adhesives to set.

If construction work is to be continued after the floor covering is installed, allow the 
recommended adhesive curing time, sweep thoroughly to remove sand and debris, and cover with 
brown Kraft paper, protective boards, or a combination thereof. Do not use plastic, pink paper, 
black tar paper, or any other covering that could stain or damage the floor covering.

Do not slide or drag heavy objects across the floor. When moving appliances, heavy furniture or 
equipment, protect the flooring with appropriate hard surface furniture sliders or 1/2” plywood.

RECOMMENDED CLEANERS

Use pH neutral cleaner (pH 6 to 8) recommended for vinyl floors such as XL North APC (All Purpose 
Cleaner) for commercial applications, Fila Soft Wash Spray for residential/light commercial, 
or equivalent products. Since there are many maintenance products available today for the 
commercial and residential environment, Revere Flooring is not responsible for testing each 
available product for fitness of use.

DO NOT USE detergents, abrasive cleaners or “mop and shine” products (including but not limited 
to Bleach, Pine-Sol, Soft Scrub, Fabuloso, Mop & Glo, Mr. Clean, Murphy’s Oil Soap and similar, 
unapproved cleaners), as they can leave a residue and/or dull the finish and sheen of the flooring 
material.
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INITIAL MAINTENANCE

After protective coverings are removed, sweep, dust mop or vacuum the floor thoroughly to 
remove all loose dust, dirt, grit and debris.

Damp mop the floor with a properly diluted neutral cleaner. Use a sponge mop or flat microfiber 
mop and change/clean the mop head as necessary so that a clean pad is always used. We do not 
recommend string mops. 

If necessary, scrub floor using a rotary machine or automatic scrubbing machine with appropriate 
scrubbing brush (aggressiveness equivalent to 3M red pad for light scrub, 3M blue pad for 
medium or heavy scrub). After cleaning, rinse with clean water and a clean mop to be sure cleaner 
and soil residue are removed. If this procedure does not achieve satisfactory results, follow DEEP 
CLEANING instructions.

DAILY MAINTENANCE

Sweep, dust mop (without sweeping compounds) or vacuum (with suction only) at least once daily 
to remove damaging soil and debris. Use a soft bristle broom, microfiber dust mop, or vacuum 
at “hard floor” setting with soft bristle attachments. Do not use beater bar vacuums or electric 
brooms with a hard plastic bottom as this may cause discoloration, scratching and loss of sheen.

Spot mop as needed. Any spills should be cleaned up immediately. Rinse the area with a clean 
mop or white cloth.

Damp mopping should be performed on a regular or daily basis, depending upon traffic and soil 
levels in the area to prevent build up.

Always use untreated, new or thoroughly cleaned mops to clean the floor when conducting daily 
or routine maintenance. After cleaning, rinse with clean water and a clean mop if necessary. String 
mops are not recommended.

DEEP CLEANING 

A more aggressive cleaning method may be necessary for floors that are heavily soiled or 
contaminated with construction grime, such as gypsum dust.

Sweep or dust mop and vacuum flooring to remove any dirt, dust or debris. Follow neutral cleaner 
label instructions for heavier cleaning, which usually requires a stronger dilution.

For residential/light commercial applications, a soft white deck brush can be used to scrub the 
floor if necessary. After doing so, remove excess liquid with a dry mop, and then use a clean damp 
mop to rinse the floor with clean water.

For commercial applications, use an auto-scrubber or rotary floor machine (max 185 RPM) to wet 
and scrub floor with pads or brushes that are similar in grit to 3M 5100 Red Cleaning pads. Use an 
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auto-scrubber, wet vacuum or clean mop to remove all excess cleaning solution. Rinse area with 
clean, cool water and allow floor to dry entirely. If necessary, repeat this process.

FLOORING PROTECTION

Place walk-off mats at outside entrances to reduce the amount of dirt brought into the 
building. Do not use mats with a latex or rubber backing; these backings can cause permanent 
discoloration.

Use window coverings to protect interior finishes, such as floor coverings, from sun damage.

All fixed furniture legs must have permanent floor protectors installed on all contact points to 
reduce indentation, wear, scratching and other flooring or finish damage. Floor protectors must 
have a flat contact point of at least one inch square (1-1/8” round). Floor protectors must be 
intended for resilient flooring and made of soft material (such as a felt, silicone or a poly-based 
material).

As part of regular maintenance, castors and other chair and furniture floor protection devices 
must be regularly inspected for debris, build-up or damage and cleaned or replaced when 
necessary. Dirt and debris can build up underneath chair and furniture feet or castors and cause 
damage to the flooring.

Rolling Chairs:

•	 Floating Products: In areas where rolling chairs will be used, a resilient flooring chair 
pad must be installed over the finished floor to protect floor covering. Damage from 
rolling loads is not covered under warranty.

•	 Fully Adhered Products: All rolling chairs must have soft, W-Type polyurethane wheels 
OR a resilient flooring chair pad installed over the finished floor to protect it.

OPTIONAL FINISH APPLICATION

Revere Realist products do not require a floor finish, but the owner may decide to use one for 
additional protection or to provide a higher gloss level. If finish must be applied, ensure that initial 
maintenance has been conducted prior to applying floor finish. Applying floor finish over a dirty 
floor will permanently seal in the dirt. Use a floor finish that is recommended for urethane coated 
vinyl flooring and apply per instructions. Generally, three to five coats are recommended.  Allow 
each coat to dry completely before applying additional coats.

TECHNICAL SUPPORT

For more information or if you have questions, please contact us via                                    
technical@revere-flooring.com, or call your local Revere representative.


